Best Practice for Cleaning FC/APC Connectors
Featuring SMART CLEANER 2.5mm Endface Cleaner

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>SCK-SS-250</td>
<td>SMART CLEANER 2.5mm Endface Cleaner</td>
</tr>
<tr>
<td>SCK-SS-250-R</td>
<td>SMART CLEANER 2.5mm Refill Pack</td>
</tr>
</tbody>
</table>

3 Step Process For Cleaning FC/APC Unmated Connectors

1. Open the lid on the blue endcap
2. Insert the FC/APC into the endcap
3. Push the SMART CLEANER 1X to clean

SENKO SMART CLEANER 2.5mm Endface Cleaner
2 Step Process For Cleaning FC/APC In Adapter Connectors

1. Insert blue endcaps into the rear of the handle
2. Push the SMART CLEANER 1X to clean

4 Step Process For Changing The SMART CLEANER 2.5mm Cleaning Cartridge

1. Twist handle UP ✳️ for ▲ to point at the LOCK position
2. Pull the Gray cartridge away ◀️ from the handle
3. Align the nubs on the replacement cartridge (P/N: SCK-SS-250-R) into ear on the handle
4. Twist the handle DOWN ▼️ for ▲ to point at the CLEAN position

Best Practice for Cleaning FC/APC Connectors